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INTISARI 

 

Bata beton (paving block) adalah suatu elemen bahan bangunan dibuat dari 

campuran semen hidrolis atau sejenis, agregat halus dan air dengan atau tanpa 

bahan tambah lainnya yang tidak mengurangi mutunya. Keunggulan utama dari 

konstruksi perkerasan dengan paving block adalah kemampuannya untuk menyerap 

air sehingga tidak terdapat genangan air pada permukaan, perkerasan paving block 

dan membantu menjaga keseimbangan air tanah. Cangkang kelapa sawit 

merupakan salah satu limbah pengolahan minyak kelapa sawit yang cukup besar, 

yaitu mencapai 60% dari produksi minyak, cangkang dan serat ini digunakan lagi 

sebagai bahan bakar untuk menghasilkan uap pada penggilingan minyak sawit. Abu 

hasil pembakaran ini biasanya dibuang dekat pabrik sebagai limbah padat dan tidak 

dimanfaatkan. Dalam abu cangkang sawit mengandung (SiO2), jika unsur silica 

(SiO2) ditambahkan dengan campuran beton, maka unsur silica tersebut akan 

bereaksi dengan kapur bebas Ca(OH)2 yang merupakan unsur lemah dalam beton 

menjadi gel CSH baru. Gel CSH merupakan unsure utama yang mempengaruhi 

kekuatan pasta semen dan kekuatan beton. Tujuan dari penelitian ini yaitu untuk 

mengetahui dan mempelajari, kuat tekan, kuat lentur dan untuk mengetahui tingkat 

penyerapan kadar air pada paving blok tersebut serta untuk menentukan kombinasi 

antara semen, pasir, air, dan cangkang kelapa sawit untuk menghasilkan paving 

block dengan kualitas terbaik, serta mengetahui seberapa besar pengaruh cangkang 

kelapa sawit terhadap karateristik paving block. 

Penelitian ini dilakukan dengan menggunakan Rancangan Blok Lengkap 

(RBL) dengan 2 faktor. Faktor pertama perbandingan semen, pasir dan cangkang 

kelapa sawit dengan tiga taraf yaitu F1 = 500 gr : 400 gr : 100 gr, F2 = 500 gr : 250 

gr : 250 gr, dan F3 = 500 gr : 100 gr : 400 gr. Faktor kedua, penambahan abu 

cangkang kelapa sawit dengan ukuran partikel yang berbeda yaitu G1 = 20 mesh, 

G2 = 40 mesh dan G3 = 60 mesh Kemudian dilakukan pengujian kuat tekan, kuat 

lentur, d ensitas air, dan penyerapan air. 

Hasil penelitian ini menunjukan bahwa semakin tinggi konsentrasi abu cangkang 

kelapa sawit dan ukuran partikel abu cangkang kelapa sawit maka tidak 

berpengaruh nyata terhadap uji kuat tekan, uji kuat lentur, uji densitas air, dan uji 

penyerapan air. Didapatkan kombinasi sampel terbaik pada masing masing 

parameter pada uji kuat tekan diperlakuan F1G2 mendapat nilai dengan rata rata 

4,350 MPa, uji kuat lentur diperlakuan F2G2 mendapat nilai rata rata 0,430 MPa, 

uji densitas air diperlakuan F2G2 mendapat nilai rata rata 1,565 gr/cm3, uji 

penyerapan air perlakuan F2G2 dikarenakan pada uji ini mendapat rata-rata 

4,035%. 

 

Kata Kunci : Paving Block, Semen, Pasir, Cangkang Kelapa sawit. 
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ABSTRACT 

 

Concrete brick (paving block) is an element of building materials made from 

a mixture of hydraulic cement or similar, fine aggregate and water with or without 

other added materials that do not reduce its quality. The main advantage of 

pavement construction with paving blocks is its ability to absorb water so that there 

is no standing water on the pavement surface of the pavement block and helps 

maintain groundwater balance, Palm oil shells are one of the large palm oil 

processing wastes, reaching 60% of oil production, these shells and fibers are used 

again as fuel to produce steam in palm oil milling. This ash from combustion is 

usually disposed of near the plant as solid waste and is not utilized. In the ashes of 

palm shells contain (SiO2), if silica (SiO2) is added with concrete mixture, then the 

silica element will react with Ca(OH)2 free lime which is a weak element in 

concrete to become a new CSH gel. CSH gel is the main element that affects the 

strength of cement paste and the strength of concrete. The purpose of this study is 

to know and study, compressive strength, flexural strength and to determine the 

level of absorption of moisture content in the paving block and to determine the 

combination of cement, sand, water, and oil palm shells to produce the best quality 

paving blocks, as well as find out how much influence oil palm shells have on the 

characteristics of paving blocks. 

This research was conducted using Complete Block Design (RBL) with 2 

factors. The first factor is the comparison of cement, sand and palm shells with 

three levels, namely F1 = 500 gr: 400 gr: 100 gr, F2 = 500 gr: 250 gr: 250 gr, and 

F3 = 500 gr: 100 gr: 400 gr. The second factor is the addition of oil palm shell ash 

with different particle sizes, namely G1 = 20 mesh, G2 = 40 mesh and G3 = 60 

mesh Then tests were carried out for compressive strength, flexural strength, water 

density, and water absorption. 

The results of this study showed that the higher the concentration of oil palm 

shell ash and the particle size of oil palm shell ash, the no real effect on compressive 

strength tests, flexural strength tests, water density tests, and water absorption tests. 

The best combination of samples in each parameter in the compressive strength test 

treated F1G2 got a value with an average value of 4.350 MPa, the flexural strength 

test treated F2G2 got an average value of 0.430 MPa, the water density test treated 

F2G2 got an average value of 1.5565 gr / cm3, the water absorption test treated 

F2G2 because this test got an average of 4.035%. 

 

Keywords : Paving Block, Cement, Sand, Palm Shell 
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